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SECTION | - CHARACTERISTICS CARTRIDGE AND CHAMBER DRAWING 
CENTERFIRE PISTOL & REVOLVER 32 SMITH & WESSON LONG 


(32 COLT NEW POLICE) 


SAAMI VOLUNTARY PERFORMANCE STANDARDS 


NOTICE: This drawing is subject to change. MAXIMUM CARTRIDGE / MINIMUM CHAMBER 
Current version is available at www.saami.org. 32 SMITH & WESSON LoNG 
(32 CoLT NEW POLICE) 





CARTRIDGE 
UNLESS OTHERWISE NOTED 


055- BODY DIA -.006 (0.15) 
(46-02 5) 1 

040-010 .337(8.56) CYLINDRICAL 

002-0.25) | 


35°42 | 
з TD suer as 





200 B 
E OB 


UNDERCUT AHEAD OF 


RIM IS OPTIONAL зыт å 4 WESSON LONG 


1210 3073 MIN 
COLT NEW POLICE 


318,26JB — .3140(7.976)A 





239; (в 23A. 31401 7.976 

.A3396(8626€ | | з03(7.70 
e. | | BORE DIA= 

_3412(8666 | CYLINDER |.312(7.92 
| FACE GROOVE DIA 

12730 8 | 
a dup سل‎ ALL 
+. E | 
BARREL FACE 


A 5 GROOVES 
A .095+002(2.41+0.05) WIDE 


NOT ALL MANUFACTURERS TWIST 18.75(476.3) LH- 





(253€ OPTIONAL 

USE A RECESS IN THE | MIN BORE & GROOVE AREA 

CYLINDER 0743 50 IN. (47.935 mm2) 
CHAMBER 


UNLESS OTHERWISE NOTED 
ALL DIA +.004 (0.10) 
LENGTH TOL +.015 (0.38) 


NOTE 
В = BASIC A = REFERENCE DIMENSION 
(9 = HEADSPACE DIMENSION (XX. XX) = MILLIMETERS 


+= DIMENSIONS TO INTERSECTIONS OF LINES 
ALL CALCULATIONS APPLY AT MAXIMUM MATERIAL CONDITION (MMC) 
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CARTRIDGE AND CHAMBER DRAWING 
32 SMITH & WESSON LONG WADCUTTER 


MAXIMUM CARTRIDGE / MINIMUM CHAMBER 


32 SMITH & WESSON LONG 
WADCUTTER 


CARTRIDGE 
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A 5 GROOVE 

A 095+002(2.41+0.05) WIDE 

TWIST 18.75(476,3) LH- 
OPTIONAL 


MIN. BORE & GROOVE AREA 
0743 5Q.1N.(47.935 mm?) 
CHAMBER 
UNLESS OTHERWISE NOTED 
ALL DIA +.004 (0.10) 
LENGTH TOL +.015 (0.38) 










Á = REFERENCE DIMENSION 
(AX АХ) = MILLIMETERS 


+= DIMENSIONS TO INTERSECTIONS OF LINES 
ALL CALCULATIONS APPLY AT MAXIMUM MATERIAL CONDITION (MMC) 
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